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SINGLE OCCUPANCY TOILET

In a single occupancy toilet room, if the door swings inward,

it cannot encroach into the 60” circle more than 12”.

MULTIPLE TOILET
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LAYATORY NOTES:

1

PROVIDE A CLEAR SPACE 30°x48" MIN. IN FRONT OF THE LAVATORY. THE
CLEAR SPACE MAY EXTEND INTO KNEE SPACE UNDER LAVATQRY,

INSULATE OR CONFIGURE HOT WATER SUPPLY AND DRAIN PIPING
UNDER LAVATORIES TO PREVENT CONTACT,

NO SHARP OR ABRASIVE ELEMENTS ARE ALLOWED UNDER LAVATORIES.

FAUCET CONTROLS AND CPERATING MECHANISMS ARE REQUIRED TO BE
OFPERABLE WITH ONE HAND AND CANNOT RFQUIRE GRASPING, PINCHING, OR
TWISTING OF WRIST. THE FORCE REQUIRED TO ACTIVATE CONTROLS IS NOT
T0 EXCEED 5 LB. LEVER OP:RATED, PUSH TYPE AND ELECTRONICALLY
CONTROLLED MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGN.

SELF CLOSING VALVES ARE ALLOWED IF THE FAUCET REMAINS OPEN FOR AT
LEAST 10 SECONDS.
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1. CHARACTERS AND SYMBOLS SHALL CONTRAST WITH THEIR BACKGROUND.
2. IDENTIFICATION SYMBOLS ARE TO BE CENTERED ON DOOR 60" ABOVE FLOOR AND
ARE TQ BE DISTINCTLY DIFFERENT FROM THEE DOOR IN COLCR AND CONTRAST.
3. BOTH TITLE 24 SIGNS AND ADA SIGNS ARE REQUIRED IN CALIFORNIA.
4. PROVIDE ROOM IDENTIFICATION SIGN ON LATCH SIDE GF DOOR,
5. LETTERS & NUMBERS ON SIGNS SHALL BE RAISED 1/32" MIN, SHALL BE A MIN. OF

5/8" HIGH & SHALL BE SANS—SERIF UPPERCASE CHARACTERS ACCOMPANIED BY
GRADE 2 BRAILLE.
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A. Minimum 30" x 48" clear space is provided in front of sink that allows forward
approach.
B. Required clear space adjoins or overlaps an accessible route.
C. 34" maximum height of rim or counter above floor surface.
D. Sink is @ maximum of 6-1/2" deep.
E. Knee clearance under sink is a minimum of 27" high and 30" wide, and provides
an absolute depth of 18” underneath the sink.
Drain and hot water piping is insulated or configured to prevent contact.
G There are no sharp or abrasive elements under sink.
H. Faucets are lever type, push type or electronically controlled mechanisms (or
other similar designs).
NOTE: Self closing valves must maintain a minimum of 10 second open flow.
1115B.2.1.6.1 & .2
Faucets are operable with one hand and do not require tight grasping, pinching
or twisting of the wrist. 1115B.2.1.6.1 & .2
A, 5 Ib. maximum force required to activate controls. 1115B.2.1.6.1 & .2

MINIMUM HEIGHT
OF KNEL CLEARANCE

6—1/2" MAX.
DEPTH OF SINK

MAXIMUM HEIGHT
TC COUNTER QR RIM

19" ABSOLUTE DEPTH

MINIMUM 30" X 48" . OF KNEE/TOE CLEARANCE

CLEAR SPACE FCR
FRONT APPROACH

SINKS




